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\ Electric rotational actuator type

x[x[-[R]X]| -
A A A A

TORQUE
125 Nm
160 Nm
250 Nm
400 Nm
125 Nm
160 Nm 25 rpm
250 Nm
125 Nm
160 Nm
125 Nm 60 rpm

ROTATIONAL SPEED

10 rpm

40 rpm
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NUMBER OF ROTATIONS

acc. tg client’s grder (in the range of 3...240 rpm) - after agreement
10 rpm (with pgssibility of setting 3 rpm)

40 rpm (with pgssibility of setting 11 rpm)

100 rpm (with pgssibility of setting 27 rpm)

240 rpm (with pgssibility of setting 67 rpm)

CLIMATIC VERSION
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Ngrmal versign -25°C...70°C 1

Leow temperatures -40°C...55°C

EQUIPMENT

Ng equipment

Pasitign transmitter EPO-01 (analggue pgtentigmetric 4...20 mA, twg-wire)

Positign transmitter EPO-02 (bezstykawy cyfrawy 4...20 mA twg-wire)

Pasitign transmitter EPO-03 (bezstykewy cyfrawy 4...20 mA twg-wire
with display)

Analggue transmitter ESA-01, with Igcal central statign
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ELECTRIC CONNECTORS

X
A

Multipin cgnnecter, type Harting (fer actuater with pretection degree 1P67)

Multipin cgnnecter, type Harting + terminal strip (fer actuater with pretection degree IP67)

Multipin cgnnecter, type Harting (fer actuater with pretection degree IP65)

Multipin cgnnectgr, type Harting + terminal strip (fer actuater with pretection degree IP65)

Glands + terminal strip (for actuater with pretection degree IP67)
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MECHANICAL CONNECTORS
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Acc. t@ client's grder after agreement

Far tarques 125 Nm, gutput shaft acc. te drawing A1

Flange cennecter F14

Far terques 160 Nm, 250 Nm, gutput shaft acc. tg drawing A2

acc. tg ISO 5210 Standard | Fer tarques 400 Nm, gutput shaft acc. tg drawing A3

Far tarques 250 Nm, 400 Nm, gutput shaft acc. tg drawing B1

Flange cennecter F14, Far terques 400 Nm, gutput shaft acc. tg drawing A3

acc. t@ ISO 5210 Standard | Far tarques 400 Nm, gutput shaft acc. te drawing B1
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ADDITIONAL EQUIPMENT
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Withgut additignal equipment

0

Pewer supply unit with signal cgnversign (switched made, fgur-wire) fer building en the actuater exteriar

1

*- For low temperatures -40°C...55°C - one can use the equipment with symbol from A, B and C

Example: Electric Retatignal Actuater type ESO-07 with terque of 250 Nm, rgtatignal speed 25 rpm, maximum ng. of retations 100 rpm,
negrmal climatic versign with pgsitien transmitter EPO-03, multipin cennecter, type Harting IP67, with flange cgnnecter F14, shape of gutput

shaft- acc.tgdrawing B1, withgut additignal equipment.
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