
DIMENSION DRAWING

In the order please specify: name and type of valve , version’s No. and special requirements.

ORDERING METHOD

SPECIAL VERSION:
   Th valve posses assembly bracket made from carbon cadmium steel. 
   Other versions have to be determined with manufacturer. 

VERSION’S TABLE 

Three-way electromagnetic valve type R372, version No. 

A001
A002
A003
A004
A005

Control vlotage Power consumption Version

230 V, 50 Hz
230 V, direct current 

110 V, 50 Hz
110 V, direct current
24 V, direct current

11,5 VA
10  W
11,5VA
10 W
10 W

PNEUMATIC CONNECTORS: 

   The connectors with thread 1/8” NPT with parts for connect copper or polyethylene pipe 6 mm are delivered with valve.f

Three-way electromagnetic valve type R372 consists of two main sets: 
   - valve’s body with set of seats and valve heads 
   - electromagnet 
Valve’s construction characterizes of compact structure and density of closing the seat&alve’s head set. 

The right of introducing design changes in the product, without deteriorating of its operation parameters, is reserved.

Three-way electromagnetic valve type R372

     Assembly bracket

2 assembly 
holes 7 dia. mm

Connectors:
1. Input
2. Output /NC/
3. Output /NO/
4. Electric connector
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