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RANGE OF OPERATING PRESSURES VS.
OPERATING TEMPERATURE FOR VESSELS

TYPE MAS-03-00
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CHART NO. 3

550 600500450400350300250200100

0

50 150

8.6
10.1

15.3

19.2

27.1
28.329.430.4

32.5
34.6

36.7
38.8

42

RANGE OF OPERATING PRESSURES VS.
OPERATING TEMPERATURE FOR VESSELS

TYPE MAS-03-01

Material 13HMF
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ORDERING OF MAS-01- VESSEL

CODE1 MATERIAL TYPE

00
02

15HM  
1H18N9T (321ss)  

CODE3 STUB PIPE TYPE            (B)*

-1
-2
-3

21.3 dia. x 2.9
14 dia. x 2.5
ball - type end B32-8

CODE2 STUB PIPE TYPE                       (A)*

/1
/2
/3

31.8 dia. x 3.6
21.3 dia. x 2.9
14 dia. x 2.5

VESSELMAS-01-

M A S - 0 1 -  0 0   /  1    -    1    -   1    V e s s e l

CODE4 STUB PIPE TYPE  (C)*

-0
-1
-2

no stub pipe
21.3 dia. x 2.9
14 dia. x 2.5

Operating temperature Tr [°C]
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Making  
MAS-type vessels perform requirements of pressure d irective PED no. 97/23/WE. As pressure units which parameters 
are not higher than limiting in par. 1.1, 1.2, 1.3 and 2 of mentioned directive they are designed and making with acknowl-
edged engineering practice and they are not need CE marking. 

Vessels MAS-type 

* Other stub pipe versions available after agreement with manufacturer
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